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— NEW PULL BOX
P—3-#18 T.S.P. SHIELDED PAR ZNBU ONE (1) CONTACTOR IN EACH
SHED TO EXIST. SYSTEM FOR IAM
SELF—CONTAINED FIRE SUPPRESSION
EE—

EXISTING 2—1/2"
UNDERGROUND CONDU

S

1-#18 TWISTED SHIELDED
PAIR IN 1” UNDERGROUND
CONDUIT
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FOR ALARM CABLE.
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M \Mwmx_mﬂ_zo PULL BOXES

ONE (1) IAM MOUNTED IN
SHED FOR SELF—CONTAINED
FIRE SUPPRESSION SYSTEM

B>DD ONE (1) CONTACTOR TO

_ EXIST. SYSTEM FOR IAM

/-Ewulm%&
INSTALL ANNUCIATOR AND REMOTE

MICROPHONE IN ACCESSIBLE LOCATION
INSIDE GUARD SHACK. COORDINATE
WITH EPA'S ON—SITE REPRESENTATIVE.

ALL SMOKE DETECTORS SHOWN ON THIS SHEET
SHALL BE HIGH-TEMPERATURE SMOKE DETECTORS.

FIRE ALARM SYSTEM - SITE PLAN
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AWBERC FIRE ALARM SYSTEM
UPGRADE FOR ADA COMPLIANCE PROJECT

26 WEST MARTIN LUTHER KING DRIVE, CINCINNATI, OHIO 45268
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